INSTALLATION INSTRUCTIONS

USB2.0 Microscope Camera (1.3 Megapixels)

® Supported OS: Windows 9X/2000/XP/Vista/ 7 (32 & 64 Bits)
® Using Win XP Pro SP3 as an example

A. Driver & Software

1. Insert setup CD into CD/DVD drive. CD should run automatically with
the following CD menu. If it does not browse the CD and then select

“autorun.exe” in the folder “.autorun”.

According to your Windows version, select 32-bit or 64-bit installation.

& Setup CD [ScopeView] [E|

USB2.0 Microscope C:

2. Select the installation language from the list.

ScopeView - InstallShield Wizard

Englizh [United States)




3. Setup wizard starts and will guide you through the software installation.
Click the “Next” button to continue.

i ScopeView - InstallShield Wizard

Welcome to the InstallShield Wizard for
ScopeYiew

The InstallshieldiR) Wizard will install ScopeMiew on vour
computer. To conkinue, click Mext,

WARMING: This program is protected by copyright lavw and
international treaties,

4. Browse to change the folder in which the ScopeView camera
application software will be installed, or leave the suggested location
by the wizard. Click “Next”.

i ScopeView - InstallShield Wizard

Destination Folder

Zlick Mext ko install to this Folder, or click Change ko install to a different

Install Scopeiiew to;
Z:\Program Files\Scopeiiew),

InstallShield

[ < Back, ” Mext = ] [ Zancel




5. Click “Install” to begin the installation.

i ScopeView - InstallShield Wizard

Ready to Install the Program

The wizard is ready to begin installation,

Click Install to begin the installation.

If vou wank to review or change any of yvour installation setkings, click Back, Click Cancel ko
exit the wizard,

< Back ]| Install | [ Cancel

6. The Wizard will start to install the software on your computer.

i ScopeView - InstallShield Wizard

Installing Scope¥iew

The program Features yvou selected are being installed.

Please wait while the Installshield Wizard installs Scopeview. This may take
several minukes,

Skatus:

(NNRNRRNRRNRANRANRANRNRRNRANRAE )

< Back Mext = Cancel




7. During the installation, click “Continue Anyway” when Window Logo
testing or unidentified publisher message appears.

iz ScopeView - InstallShield Wizard

Installing ScopeYiew

The program Features you selected are being installed.

Flease wait while the Installshield Wizard installs Scopeview, This may take
several minutes,

Skakus:

Software Installation

The zoftware you are installing has not pazsed Windows Logo
testing to verify its compatibility with *Windows XP. [Tell me why
thiz testing iz important. |

[.;

Continuing your installation of this software may impan
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommendsz that you stop this installation now and
contact the software vendor for zoftware that has
pazzed Windows Logo testing.

InstallShield

LContinue Anyway ] L STOP Inztallation J

8. Driver and software installation is now complete. Check the box if you
want to launch the software right after finishing the installation. Click
“Finish”.

g ScopeView - InstallShield Wizard

InstallShield Wizard Completed

The Installshield Wizard has successfully installed Scopetiew,
- Click, Finish to exit the wizard,

Launch Scopeview




. Hardware

1. Plug the camera to available USB2.0 port. The following notification
will appear in the system tray (bottom right corner of the screen).

1) Found New Hardware

USBZ.0 Microsocpe Camera (1,3MP)

NOTE:

e Plugging the USB connector directly to motherboard USB2.0 ports
(usually located at the back panel of PC) is recommended.
e Do not use any USB extension cable.

2. "Found New Hardware Wizard” will appear. Select the third option “No,
not this time” then click “Next” to proceed.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will zearch for current and updated software by
looking on vour computer, on the hardware installation CO, or on
the "Windows Update web zite [with pour permizzion).

Fead our privacy policy

Can wWindows connect to Windows pdate to search for
zoftware?

(1 Yes, this time only

(71 'es, now and gvery time | connect a device

Click Mest to continue.

Mest » ][ Cancel




3. Select “Install the software automatically (Recommended)”, then
click “Next”.

Found New Hardware Wizard

Thig wizard helpz you install software for;

15B2.0 Microsocpe Camera [1.3MP)

{ .') IF your hardware came with an installation CD

%

4= or floppy disk. insert it now.

What do pau want the wizard to do’?

{(®¥install the software automatically [Recommended]

" Install from a list or gpecific location [Advanced)

Click Mext to continue.

< Back H Mewxt = l[ Cancel

4. Click “Continue Anyway” when the following message appears..

.

Pleasze wait while the wizard inztalls the software. . .

s USBZ.0 Microzocpe Camera [1.3MF)

" E The software pou are installing for this hardware:
L
f_/ USB2 0 Microzocpe Camera [1.3MFP)

haz not paszed Windows Logo testing ta werify itz compatibility
with Yindows <P [Tell me why this testing iz important. ]

Continuing your installation of this software may impair
or destabilize the comrect operation of your system
either immediately or in the future. Microzoft strongly
recommends that you stop this installation now and
contact the hardware yendor for software that has
paszsed Windows Logo testing.

LContinue Anpway ] [ STOP Installation




5. Click “Finish”. New hardware device “USB2.0 Microscope Camera
(2.3MP)” is now updated.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finizhed inztaling the zoftware for:

== USBZ0OM C 1.3MF
J icrosocpe Camera | ]

Click Finish to close the wizard.
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